
L Series mortise 
indicators

Overview

The 180 degree visibility indicator for the Schlage 

L Series mortise lock offers unparalleled visibility and 

flexibility.  The unique features of the indicator make it 

ideally suited for classroom security applications as 

well as traditional occupied/vacant applications.

The L Series indicator features:

 § 2" x 1⁄2" display for easy viewing at a distance

 § 180° windows for visibility at any angle

 § High-mount placement for quick assessment during 

emergency lockdown

 § High contrast colors (white/red, black/white) for 

ease of reading

 § Choice of four text and/or symbol messages

 § Available for over 30 functions, for inside or outside 

of door

 § Available in Sectional trim or N Escutcheon trim

N escutcheon indicators
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Thumbturn

Note:  Indicators used on cylinder functions will require an additional door preparation hole.  
Sectional trim requires two mounting screws into door.  Please reference product templates for details.
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Available messages and option codes

Ordering instructions

To order an indicator as part of a new lock, specify the option code corresponding to the desired message 
(locked/unlocked, occupied/vacant, etc) and desired trim placement (inside or outside) at the end of the lock 
order. Order from Schlage using the standard order form as shown below.  Please see pricebook for “retrofit kits” 
that allow indicator upgrades to installed Schlage L Series mortise locks.

Note: indicators available for inside or outside only; not possible to have an indicator on both inside and outside trim

Lock specifications

Function Available with inside indicator: L/LV9040, 9044, 9050, 9056, 9060, 9071, 9440, 9444, 9456, 9457,
9458, 9460, 9462, 9463, 9466, 9473, 9480, 9485, 9350, 9371, 460, 462, 463, 480

Available with outside indicator: L/LV9040, 9044, 9050, 9056, 9060, 9070, 9071, 9440, 9444, 9456,
9457, 9458, 9460, 9462, 9463, 9464, 9465, 9466, 9473, 9480, 9485, 9350, 9370, 9371, 460, 462, 463, 464

Cylinder P (Everest 29 standard
      cylinder)
L (Less cylinder)

R (Everest 29 FSIC)
J (Less FSIC)
T (Construction FSIC)

GD (Everest 29 SFIC)
BD (Less SFIC)
BDC (Disposable SFIC)
HD (Construction SFIC) 

Leave cylinder code blank if cylinder not applicable

Trim Standard levers: 01, 02, 03, 05, 06, 07, 12, 17, 18, ACC, AST, LAT, LON, MER, OME

Decorative levers: M51, M52, M53, M54, M55, M56, M57, M61, M62, M63, M81, M82, M83, M84, M85

A, B, or C Sectional (Rose) design or N Escutcheon, AVA (AST lever only) and MER (MER lever only) also available.

Finish 605 Bright brass

606 Satin brass

609 Satin brass, blackened

619 Satin nickel

625 Bright chrome

626 Satin chrome

626AM Satin chrome anti-microbial

629 Bright stainless steel

630 Satin stainless steel

630AM Satin stainless 
steel anti-microbial

643e Aged bronze

Handing LH (Left Hand)   RH (Right Hand)

LR (Left Hand Reverse)  RR (Right Hand Reverse)

Option Specify indicator option code from table at top of page for desired message and placement

Note: Can only specify an indicator for inside or outside trim; not possible to have indicators on both sides

Ordering examples L9050P 03N 626 RH L283-711          Office function w/Escutcheon locked/unlocked indicator on inside (thumbturn side) of door

L9050P 06A 626 RH L283-721         Office function w/Sectional locked/unlocked indicator on outside (cylinder side) of door

Inside trim L283-711 L283-712 L283-713 L283-714

Outside trim L283-721 L283-722 L283-723 L283-724

L Series mortise indicators

Function + cylinder Trim Finish Handing Option code

L9050P 06A 626 RH L283-721

LOCKED OCCUPIED DO NOT DISTURB

UNLOCKED VACANT


