#8303

**Part Description:**
Head & jamb gasketing

<table>
<thead>
<tr>
<th>Notes:</th>
<th>Provided by:</th>
</tr>
</thead>
<tbody>
<tr>
<td>Customer name:</td>
<td>Job no:</td>
</tr>
<tr>
<td>Date:</td>
<td></td>
</tr>
</tbody>
</table>

*Image may not be shown to scale*

**Certifications:**
- Fire rated-UL10c
- Smoke and draft control

**ANSI/BHMA:**
- 8303AA, 8303BK, 8303D, 8303G

**Finishes:**
- AA: Aluminum clear anodized
- BK: Aluminum black anodized
- D: Aluminum dark bronze anodized
- G: Aluminum gold anodized

**Options:**
- **S:** Order as a set
- **SEC:** Security screws

**Options:**

<table>
<thead>
<tr>
<th>Options</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>S</td>
<td>Order as a set</td>
</tr>
<tr>
<td>SEC</td>
<td>Security screws</td>
</tr>
</tbody>
</table>

**Diagram:**

- **Silicone:**
  - .590" (14.9)
  - .250" (6.4)

- **Screw:**
  - #6 x 1.00" (25.4) PPHSDS
  - .125" (3.2)

- **Dimensions:**
  - 8303
  - .220" (5.6)
  - .590" (14.9)