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Uplink Specifications 

What does it do? 

UpLink downloads door files (program files) to Schlage electronic locking devices that 
are designed to be computer managed.  

Current version:  

V1.16-36 (Windows)  
V1.16-36(Windows CE)  

***THIS VERSION DOES NOT SUPPORT E-BOLT SERIES LOCKS!!!*** 
 
On which computers and PDA devices does it work? 

UpLink release version 1.16-36 was tested on the following platforms:  

• HP IPAQ 210  

    Replacement Accessories: 

• Battery (FB036AA)  
• Serial Card (Serial I/O CF Card - SL2700-096)  
• Sync/Charge cable (FB072AA)  

UpLink release version 1.16-32 was tested on the following platforms:  

• - Hewlett-Packard iPAQ HX2490C  
• - Hewlett-Packard iPAQ HX2795b  
• - Hewlett-Packard iPAQ HX2190b  
• - Hewlett-Packard iPAQ HX2110  

UpLink release version 1.16-12 was tested on the following platforms:  

• Windows Version: any PC with one free serial port running Windows 
ME/2000/XP/2003  

• Windows CE Version runs on Windows CE / Windows CE 2000 / Windows CE 
2002 / Windows CE 2003* and was tested on the following palmtops:  

o - Compaq PocketPC Aero 1550  
o - Compaq iPAQ 3100 series  
o - Compaq iPAQ H3700 series  
o - Compaq iPAQ H3800 series  
o - Compaq iPAQ H3900 series  
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o - Compaq iPAQ h2200 series  
o - Hewlett-Packard Jornada 54x series  
o - Hewlett-Packard Jornada 12xx series  
o - Hewlett-Packard iPAQ HX2110  
o - Hewlett-Packard iPAQ HX2190b (manufacturers P/N FA673B#ABA)  

Note: UpLink CE may work on different palmtops running Windows CE, but it is not 
tested and not supported. 
UpLink CE does not work on devices running Palm OS !!! 
UpLink CE does work on Windows CE 2002. 
UpLink CE does work on Windows CE 2003*. 
Windows UpLink does not work on CE devices ! 
* May give warning "designed for previous version of Windows" when installed - can be 
ignored 

 


