CORRESPOND TO TEMPLATES T-2018 AND W-2018

INSTALLATION INSTRUCTIONS

1. PREPARE INSIDE FACE OF DOOR FOR DEVICE.
   A. SEE DEVICE DIRECTIONS FOR LOCATIONS OF VERT. AND DEVICE REF. CENTERLINES.

2. PREPARE OUTSIDE FACE OF DOOR FOR TRIM.
   A. TRANSFER VERT. AND DEVICE REF. CENTERLINES FROM INSIDE FACE TO OUTSIDE FACE OF DOOR. BE SURE VERT. CENTERLINE IS PARALLEL TO EDGE OF DOOR.
   B. LOCATE AND PREPARE ALL HOLES AS INDICATED.

3. INSTALL TRIM ON DOOR.
   1/4" DIA. (4 HOLES)
   INSIDE FACE OF DOOR ONLY
   METAL DOORS ONLY:
   1/4" DIA. (4 HOLES)
   INSIDE FACE OF DOOR ONLY

4. INSTALL CYLINDER (IF REQUIRED).
   A. IF USING MORTISE CYLINDER, INSTALL CYLINDER INTO MORTISE LOCK.
   B. IF USING RIM CYLINDER, INSTALL CYLINDER TO TRIM. THEN CUT TAILPIECE TO EXTEND 3/8" BEYOND INSIDE FACE OF DOOR.

5. INSTALL DEVICE ON DOOR PER DEVICE INSTRUCTIONS.

For Vanguard Trim - T Function, see other side.