ALL PLATES

<table>
<thead>
<tr>
<th>FASTENERS</th>
<th>DOOR / FRAME</th>
<th>DRILL SIZES</th>
</tr>
</thead>
<tbody>
<tr>
<td>PLATE</td>
<td>METAL</td>
<td>1/4-20 machine, Drill: #7 Tap: 1/4-20</td>
</tr>
<tr>
<td>WOOD</td>
<td>1/8&quot;</td>
<td></td>
</tr>
<tr>
<td>METAL</td>
<td>1/8&quot;</td>
<td></td>
</tr>
<tr>
<td>CLOSER BODY</td>
<td>PLATE</td>
<td>N/A</td>
</tr>
</tbody>
</table>

SC94A Regular Arm (TOP JAMB) DROP PLATE
PERMITS 180° MAXIMUM OPENING, BUTT SIZE 5X5 MAXIMUM

General Notes:
1. Use Regular Arm instruction sheet for installation sequence and closer adjustments.
2. Latch speed faces toward the hinge edge.
3. Use shorter machine screws to attach cylinder to drop plate.

SC90A-18

PUSH SIDE MOUNT ON: SC90A-18 DROP PLATE

General Notes:
1. Use Regular Arm instruction sheet for installation sequence and closer adjustments.
2. Latch speed faces toward the hinge edge.
3. Use shorter machine screws to attach cylinder to drop plate.

LEFT HAND DOOR ILLUSTRATED. Same dimensions apply for Right Hand Door measured from hinge side.

SC90A-18PA

PUSH SIDE MOUNT ON: SC90A-18 DROP PLATE

General Notes:
1. Use Regular Arm instruction sheet for installation sequence and closer adjustments.
2. Latch speed faces away from the hinge edge.
3. Use shorter machine screws to attach cylinder to drop plate.

LEFT HAND DOOR ILLUSTRATED. Same dimensions apply for Right Hand Door measured from hinge side.