FB358 INSTALLATION INSTRUCTIONS:
1.-mortise inactive door for FB358.
2. hang inactive door, with door open, measure minimum clearance from door to finished floor.
3. remove door, install FB358 flush bolt, adjust top bolt so it is flush flush with top of door, adjust bottom bolt to project \( \frac{1}{2} \)" (3) less than minimum clearance.
4. install strike.
5. hang door.

FIELD ADJUSTMENTS

VERTICAL ROD ADJUSTMENT
A. top bolt - remove guide, turn bolt as necessary to adjust.
B. bottom bolt - remove door from hinges, remove guide, turn bolt as necessary to adjust.

NOTES:
1. the door must have at least \( \frac{1}{2} \)" (6) undercut.
2. for additional information on optional dust proof strikes, see DPI & DP2 templates.

<table>
<thead>
<tr>
<th>OQTY</th>
<th>SCREW DETAILS</th>
</tr>
</thead>
<tbody>
<tr>
<td>HOUSING</td>
<td>2 #8 X 1&quot; FPHSMS</td>
</tr>
<tr>
<td>GUIDE</td>
<td>2 #8 X 1&quot; FPHSMS</td>
</tr>
<tr>
<td>STRIKE</td>
<td>2 #8 X 3/4&quot; FPHSMS</td>
</tr>
</tbody>
</table>