This diagram represents a generic configuration. Custom wiring diagrams can be acquired by contacting technical support.

NOTES:
1) All low voltage wiring to be standard multi-conductor color code without splices.
2) Wiring to conform to applicable national, state and local electrical codes.
3) Refer to specific product installation instructions for specific wiring requirements.
4) This drawing is for graphical representation of products detailed in the hardware set only.
5) Additional wiring will be required from ACP that is not shown here. Consult provider for details.

WIRING USED:
1 - ES7982 CONTROL BOX
4 - 4840 ACTUATORS
2 4840 AUTO OPERATORS

OPERATION:
DOORS NORMALLY CLOSED
PUSHING INTERIOR VESTIBULE ACTUATOR OPENS INTERIOR DOOR
PUSHING EXTERIOR VESTIBULE ACTUATOR OPENS EXTERIOR DOOR
PUSHING EXTERIOR ACTUATOR OPENS INTERIOR DOOR & THEN EXTERIOR DOOR IN SEQUENCE
PUSHING EXTERIOR ACTUATOR OPENS EXTERIOR DOOR & THEN EXTERIOR DOOR AT ALL TIMES

2 SINGLE DOORS
ES7982 X 2 4840 ACTUATORS

DRAWN BY: B DOVE
APPROVED BY: MH
DATE DRAWN: 03-26-13
REVISION DATE: 04-16-14
RISER: 04968

ALLEGATION