THIS DIAGRAM REPRESENTS A GENERIC CONFIGURATION. CUSTOM WIRING DIAGRAMS CAN BE ACQUIRED BY CONTACTING TECHNICAL SUPPORT.

NOTES:
1) ALL LOW VOLTAGE WIRING TO BE STANDARD, MULTI-CONDUCTOR COLOR CODED WITHOUT SPLICES.
2) WIRING TO CONFORM TO APPLICABLE NATIONAL, STATE AND LOCAL ELECTRICAL CODES.
3) REFER TO SPECIFIC PRODUCT INSTALLATION INSTRUCTIONS FOR SPECIFIC WIRING REQUIREMENTS.
4) THIS DRAWING IS FOR GRAPHICAL REPRESENTATION OF PRODUCTS DETAILED IN THE HARDWARE SET ONLY.
5) ADDITIONAL WIRING WILL BE REQUIRED FROM ACP THAT IS NOT SHOWN HERE. CONSULT PROVIDER FOR DETAILS.

HARDWARE USED
1 - PS914-2RS
2 - RX-1299
2 DOOR POSITION SWITCHES
1 MT15 READER & ACP
2 EPT10
1 OPTIONAL JUNCTION BOX

OPERATION
DOOR NORMALLY CLOSED & LATCHED BY ACCESS CONTROL SYSTEM
VALID CREDENTIAL RETRACTS ELECTRIC PANIC DEVICES TO ALLOW ENTRY.
FREE EGRESS AT ALL TIMES.
DOOR POSITION & RX SWITCHES TO BE MONITORED BY ACCESS CONTROL SYSTEM.

ALLEGION

TITLE: PS914-2RS WITH 2 RXEL99 RIM, MT15, DPS
DRAWN BY: B DOVE
REVISED BY: MH
DRAWING NO.: 105234
DATE: 04-15-14
RISER: D