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3. Caulk here for exterior 
applications. Do not caulk
on bottom.

IMPORTANT! Locks used with the TRP kit must have been ordered with door thickness kit
1/8” larger than actual door thickness.

1. Remove gasket material
(exterior applications) from
these two places to expose
threaded holes.

2. Fasten plate to
993 using two 1/2”
screws provided.

4. Center to cover
existing door prep
and fasten finish plate
using four tek screws
provided.

IMPORTANT! 
SEE STANDARD

INSTRUCTIONS FOR

SPINDLE ORIENTATION.

5. After installing batteries/making
electrical connections, install
cover using the 3 1/8” flat head
screw provided with TRP kit. Note
that the standard screw for a 
1-3/4” is provided with the TRP
kit. If the door is not 1-3/4” cut the
4” screw (provided) down to size
referring to the chart at left.

Screw Length Chart:
Door Thickness:  Screw Length:
2 5/8” 4” (Use longer screw - don’t cut)
2 1/2” 3 7/8”
2 3/8” 3 3/4”
2 1/4” 3 5/8”
2 1/8” 3 1/2”
2” 3 3/8”
1 7/8” 3 1/4”
1 3/4” 3 1/8” (Use shorter screw provided-don’t cut.)
1 1/2” 2 7/8”
1 3/8” 2 3/4”

NOTE: Refer to standard instructions for reference.
In step 7, substitute picture below. 


